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Technical Bulletin 
Date:  03.06.2018 
TSB:  18.03.06.01 

Subject: OF4459 / WPH2808 Alternate Design 
 

Throughout 2018 you may notice visual differences on the subject filter model. The current 

OF4459/WPH2808 spin-on oil filter design shown below on the left features a flat threaded plate. The 

alternate design shown on the right features a contoured plate with the threaded extrusion facing outward. 

Also, less noticeable are the slightly larger flutes on the alternate design 14 wrench flutes versus 15 wrench 

flutes. If a cup wrench is used this would need to be taken into consideration. Current design uses Service 

Champ cap wrench 3862 or A251, the alternate design will use Service Champ cap wrench 3861 or A264. 

Due to unprecedented demand, we will be allocating two U.S. manufacturing locations for this filter 

temporarily. There is no change in fit or function and the established alternate design meets all requirements 

for the vehicle applications. 
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For more information or purchase, please call Technical Services at 1-800-882-0890 Champion Laboratories is an ISO/TS16949 
registered company. The information contained herein is intended to be used as an indication of performance and is not meant 
to be used as an exact specification. The information is based upon test data and is subject to test and material variability. 
Changes may occur based upon technology, process and material innovation as Champion Laboratories strives to attain the 
highest levels of performance and customer satisfaction. These changes may occur without notification. 

Engine and equipment manufacturer’s warranties remain in effect when using Service Champ filters 


